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PORTO NU

Porto NU is a heritage yet extant, beautifully designed durable family 
of two differing water drop shaped protectors.

Porto NU has symmetric & asymmetric optic options for multiple 
lighting solutions for use across bridges, open spaces, residential 
streets, jogging parks, town centres, historical sites, government 
buildings, and shopping centres.

Porto NU can be further aesthetically enhanced by adding a 
decorative crown at the top of the luminaire. Porto NU comes with 
various mounting options - arm suspended, U-bracket post top. 

WATERDROP
LED LANTERN

Tool free opening

* For NW/CW only.

** WW: 3000K, NW: 4000K, CW: 5700K. Other CCTs also available on request   

With shallow PMMA protector 
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PORTO NU 110W 575 590 240 >0.95 <10% 50Hz 120 WW/NW/CW 708.6

Kesslec



Post Top
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Light Distribution
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IP 10KV  09IK >50,000
Hours
L70

F66*Material & Finish

Housing - Spun Aluminium
Protector - UV grade PC / PMMA (IK07)
Finish - Powder coated Grey / PU colour 
options on request

Spigot of 60mm dia for post top 
bracket

Suspension through threaded pipe 
on 1inch BSP pipe

Installation & Mounting 3 - 10m

Suspended

Kesslec

Manufacturing:
Kesslec Smart Lighting Technologies Private Limited
(Formerly Keselec Lighting Private Limited              )
Plot no 55 Industrial Area | N.I.T 
Faridabad -121001 | Haryana | India
E-mail: info@kesslec.com

IS 10322
(Part 5/Sec 3):2012

R-91003158
www.bis.gov.in

Blenheim Pole with
2 bracket options

Blenheim Pole with
U-bracket

Blenheim Pole with
Round neck bracket

Blenheim Pole with
Double side cascade

scroll bracket

Blenheim Pole with
Cascade ring

bracket

Minster wall 
bracket

* Optical compartment
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